FIG. 1 



Switch 



-10 



12- 



14- 



16- 



Switch 
Equipment 
Group 



Load Group 



Directory 
Group 



Switch 
Equipment 
Group 



Load Group 



Directory 
Group 



-12 



-12 



Switch 
Equipment 
Group 



-14 



-14 



Load Group 



-16 



-16 



Directory 
Group 



34 



-20 



36- 

38- 

40- 
41 - 



KEYBOARD 



CURSOR CONTROL -- 



DISPLAY 



PRINTER 



NETWORK COMM. — 1 



FIG. 2 



-42 



I/O 



-20 



-24 



CPU 



-32 



RAM 



ROM 



Storage 



x -26 x -28 ^-30 



Obtain List Of 
Available 
Directory Groups 




Associate 
Weighted Load 
Factor For Each 
Directory Group 



Select Directory 
Group With 
Smallest Load 
Factor 



-S3 



-S5 



FIG. 3 



Does Selected 
Directory Group Have^ 
Ports That Support The 
Party Position And 
Selectable Features^ 
Selected? 



-S7 



^S9 

Y Select Port From 
That Directory 
Group 



Select Directory 
Group With 
Next Smallest 
Load Factor 



-S1 1 



FIG. 4 



Calculate Load 
Group Load 
Factor (L) 



-S20 



Calculate Service 
Group Load 
Factor (S) 



-S22 



Calculate 
Jumper Length 
Factor (J) 



-S24 



Calculate Load Factor By Combining 
The Load Group Load Factor, 
Service Group Load Factor And 
Jumper Length Factor In Accordance 
With Specified Weighting 



